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% ADD 600 mm FOR EACH ADDITIONAL
MAILBOX

TEND FILL WHERE MAILBOX LOCATION
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IPE 1S REQUIRED
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NORMAL SHOULDER LINE
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EDGE OF TRAVELED WAY

@ PAVEMENT

EDGE OF
SHLDR

EDGE OF
SHLDR

EDGE_OF 2.4 m MIN.
TRAVELED e EDGE OF 2.4 m MIN. GENERAL NDTES
TRAVELED Y ALL DIMENSIONS ARE SHOWN IN mm UNLESS OTHERWISE NOTED
[N NO CASE WILL "W" BE LESS THAN SHOULDER WIDTH. “W” WILL BE 2.4 m UNLESS
NORMAL SHLDR. SLOPE o OTHERWISE NOTED ON THE FLANS
VHEN ENTRANCES ARE_ADJACENT TO MAILBOX_TURNOUTS. THE AREA AND SURFACING OF THE
NORNAL SHLDR. SLOPE > Y ENTRANCE MAY BE USED FOR A PDRTION OF THE MAILBOX TURNOUT
&S ~ () /" MISSOURT HIGHWAY AND TRANSPORTATION
P P | COMMISS 10N
I 5 J
I PIPE WHEN REQ'D
L
MAILBOX TURNOUTS
SECTION A-A SECTION A-A
(WITHOUT PIPE) (WITH PIPE)
1
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